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PRODUCT DESCRIPTION 

the 19” inline Snap-in-Jack patch panel 

accommodates 24 ports within a 1u 

configuration and is compatible with all 

standard 19” racks and cabinets. all outlets 

are numerically identified with an additional 

writable surface allowing for ease of port 

naming.  in addition to this, each panel has 

been designed with a cable management/

strain relief feature built into the rear.  

each panel is supplied with cable ties, 

panel mounting accessories and short 

form installation instructions.

PRODUCT CHARACTERISTICS

applications: equipment racks & cabinets

installation:   Suitable for approved brand-rex 

Snap-in-jacks  

(See compatible System 

products below)

MECHANICAL SPECIFICATIONS

dimensions:   24 port 1u 483mm x 44.5mm 

x 124mm (Wxhxd)

colour:   ral9005 black or ral 7035 grey

Brand-Rex Copper Connectivity - 24 Port Inline Snap-in-Jack Panels 

Part Number

ac6JaKS000

ac6JaKu002

c6cJaKu002

c6cJaKS000

gpcJaKu002

gpcJaKu013lf

Description

augmented category 6 Shielded Jack (tool-free)

augmented category 6 unshielded Jack (tool-free)

category 6 unshielded Jack (tool-free)

category 6 Shielded Jack (tool-free)

category 5 unshielded Jack (tool-free)

category 5 unshielded Jack (lead frame)

Colour

-

black

black

-

black

White

Quantity per Pack

12

12

12

12

12

50

Compatible System Products

Product Part Number

mmcpnlx24SiJ2mil

mmcpnlx24SiJ8mil

Description

24 port inline Snap-in-Jack panel 

24 port inline Snap-in-Jack panel 

Colour

black

grey
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